
Administrator
Sticky Note
delete, not a public area.

Administrator
Sticky Note
delete.  Not an exit, not a public area.

Administrator
Sticky Note
unless this light is necessary for lighting the ice, this should be deleted.  The area below it is not a public area.

Administrator
Sticky Note
unless this light is necessary for lighting the ice, this should be deleted.  The area below it is not a public area.

Administrator
Sticky Note
only an emergency exit.  Does this need an emergency light?

Administrator
Sticky Note
only an emergency exit.  Does this need an emergency light or a wall pack?  The traffic flow is toward Del Paso during an emergency only.  This is not used as a rink entry or exit except during emergency.

Administrator
Sticky Note
Delete.  Does not shine on a public area.

Administrator
Sticky Note
unless this light is necessary for lighting the ice, this should be deleted.  The area below it is not a public area.

Administrator
Sticky Note
unless this light is necessary for lighting the ice, this should be deleted.  The area below it is not a public area.

Administrator
Sticky Note
delete.  Does not shine on public area

Administrator
Sticky Note
I think there should be an emergency light in this area.  I think the exit lights that I spec'd have lights with them.  I think this means that we need an emergency light that shines on the ramp beside the zamboni

Administrator
Sticky Note
we changed the design on this some.  The light fixtures that we have are supplied from the swivel mounting fixture.  This means that we don't need the conduit that runs up the outside of the pole.  Instead, we drilled and tapped a 1/2" hole in the 2" pipe below the top piece of strut, put a nipple in the hole, mounted a 2" x 4" "Bell" box to the nipple, run a 3' length of seal-tite from "J" to the bell box and run the wires up the inside of the 2" pipe.  

Administrator
Sticky Note
Rather than using 1@21', we are now using 2 @ 10' each for a 20' total length.  The coupling is below the upper strut clamp.  The top pipe is rigid, the lower one is IMC.  

Administrator
Sticky Note
we used 3@3/8x3" long sleeve anchors on each piece of strut.

Administrator
Sticky Note
They are 20' tall from the surrounding grade.  

Administrator
Sticky Note
This is a new service drop.


